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Siemens MCS Disconnect Switches
that go the distance . . . in durability,

performance and installation flexibility.

New 30 through 200 amp Type MCS
Disconnect Switches from Siemens go
the distance in durability, performance
and installation flexibility. They deliver
unmatched advantages in reliability and
ease of installation. Quick make, quick
break mechanism insures proper switch
operation regardless of handle speed.

Our integral switch and over-center
toggle mechanism construction
simplifies mounting while insuring
proper alignment of mechanism and
contacts. Rugged construction - with a
short circuit current rating of 200 kA at
600 volts maximum AC when fused with
Class J or R fuses - meets the most
stringent industry standards set forth by
the automotive, petrochemical, and pulp
and paper industries.

Type MCS Disconnect Switch with
variable depth Max-Flex™ handle
operator.

Compact size and three handle operator
options allow you to locate the switch
where you need it. Use the fixed-depth
flange-mounted handle operator for
standard installations. When an
application requires through-the-door
mounting, select our rotary handle
operator. Qur exclusive Max-Flex™
handle operator allows for variable
width, height and depth switch
installations, as well as remote location
of the handle if required.

With visible blade contacts for ease of
inspection and front removable fuse
clips and lugs, Siemens Type MCS
Disconnect Switches make day-to-day
operation and maintenance quick and
easy. UL Recognized and CSA Certified,
they are available with Class H, Jand R
fuse kits — for a wide range of fused,
non-fused, and over-fusing options.
Field installable auxiliary switches are
available for 30 through 200 ampere
switches, as well as field addable fuse
ejectors on 100 and 200 ampere
switches.

Fixed-Depth, Flange-Mounted
Handle Operator

This economical handle operator is
ruggedly constructed for many years of
trouble-free use. Designed for
applications where variable width,
height, and depth of installation are not
required. Available in left and right-
handed door mounts.

Rotary Handle Operator

Our rotary through-the-door mounted
handle operator is the economical way
to simplify panel layout and installation,
It can be located at virtually any location
within the enclosure and is available
with a variable depth shaft. Shafts and
handles are interchangeable with those
used for Siemens Sentron™ Series
molded case circuit breakers.

Siemens Max-Flex™ Handle
Operator

The Siemens Max-Flex provides virtually
unlimited flexibility for mounting
disconnect switches.

A flexible cable connecting a flange-
mounted operating handle to the switch
operator eliminates the fixed linkages of
conventional handle operators. The
Max-Flex handle operator offers variable
width, variable height and variable depth
installations. You can mount the switch
wherever it best suits your design
considerations, without being
concerned with its proximity to the
handle.

Type MCS Disconnect Switch with rotary
handle cperator.

The Max-Flex handle operator cuts
installation time and labor costs. There
is no need for meticulous
measurements to assure mounting in a
precise location. And unlike
conventional linkages, the cable cannot
shift out of alignment over time, so
time-consuming adjustments are
eliminated. Also available in left and
right-handed door mounts.

When it comes to flexibility, ease of
installation and reliability, you can see
why the Max-Flex handle operatoris in a
class by itself.

Disconnect Devices Used on Motor
Circuits

Disconnect devices should be applied in
accordance with applicable sections of
the NEC (NFPA 70). In general,
disconnect devices for motor circuits
shall have a continuous ampere rating of
not less than 115% of full load current of
the motor as stated in Section 430-110.



Motor Control Disconnect Switches
Type MCS (30-200A)

30 600 MCS603R MCS603L 200,000 3 7% 5 15 T4 20

60 600 MCS606R MCS606L 200,000 7% 15 15 30 16 50 10
100 600 MCS610R MCS610L 200,000 15 30 26 60 30 75 20
200 600 MCS620R MCS620L 200,000 25 80 50 126 60 150 40

30 Amp MCS603R No Fuse TMK606 - - - #14 TO #4 AWG
or 30A, 250V - FCK203 - FCRK203 Cu/Al
MCS603L 30A, 600V - FCK206 FCJK603 FCRK206
60A, 250V - FCK206 - FCRK206
B60A, 600V - FCK606 FCJKE06 FCRK606
60 Amp MCSB06R No Fuse TMKE06 - . - #14TO #4 AWG
or 60A, 250V - FCK206 - FCRK206 Cu/Al
MCS606L 60A, 600V - FCK606 FCJK608 FCRK606
100A, 250V - OFCK661 OFCK661 @*
100A, 600V - OFCK68B1 OFCK661 @*
100 Amp MCS610R No Fuse TMK610 - - - #14TO # 2/0 AWG
or 100A, 250V . FCK610 FCK610 @* Cu/Al
MCS610L 1004, 600V - FCK610 FCK610 @*
200A, 250 - OFCK620 OFCK620 s
200A, 600V - OFCK620 OFCK620 Qe
200 Amp MCS620R No Fuse TMK620 . - - #6 to 300 kemil
or 2004, 250V - FCK620 FCK620 @ Cu/Al
MCS620L 2004, 600V - FCK620 FCK620 - g
4004, 250V - - OFCK640 OFCK640 )
400A, 600V - OFCK640 OFCK640 @ *n

® For "copper only” lug kit, add suffix “C" 1o catalog number.
@ To order Class R fuse kit, you must order Class H fuse kit and corresponding Class R fuse conversian kit fram the table below.

Fuse Ejector Kits

SSRK33 *
SSRK34 **
SSRK35 ***

400A, 600V




Motor Control Disconnect Switches
Type MCS (30-200A)

Disconnect Switch Handle Operators
Fixed Depth, Flange Mounted Tvpes 1,3, 3R 12 @

MCS603R "FDFSO6R FDH10 FDS06R
MCSB03L FDFSO06L FDH10 FDSO06L
MCS606R FDFSO06R FDH10 FDSO6R
MCSBOBL FDFS06L FDH10 FDS06L
MCS610R FDFS06R FDH10 FDS06R
MCS610L FDFSO6L FDH10 FDS06L
MCS620R FDFS20R FDH20 FDS20R
MCS620L FDFS20L FDH20 FDS20L

Variable Depth, Flange Mounted Max-Flex, Tvpes 1 .3,3R,12®

. %k, : B . g 1
MCSBOSR FHOS06036R FHOHS FHOS06R FHOEC036
MCSB03L FHOS06036L FHOHS FHOSO6L FHOEC036
MCS606R FHOS06036R FHOHS FHOS06R FHOECO036
MCSB06L FHOS06036L FHOHS FHOS06L FHOEC038
MCS610R FHOS06036R FHOHS FHOS06R FHOEC036
MCS810L FHOS06036L FHOHS FHOS06L FHOECO036
MCS620R FHOS20036R FHOHS FHOS20R FHOJC036
MCS620L FHOS20036L FHOHS FHOS20L FHOJC036

MCS603R RHOS06VD RHOS06 . RHOSVD
MCS606R RHOS06VD CRHOH RHOS06 | RHOSVD
MCS610R RHOS06VD CRHOH RHOS06 ' RHOSVD
MCS620R RHOS20VD CRHOH RHOS20 RHOSVD

Auxiliary Switch Kits

MCSGDSH

MCSAKR136

MCSAKR236

MCSB03L MCSAKL136 MCSAKL236
MCSE06R MCSAKR136 MCSAKR236
MCSE06L MCSAKL136 MCSAKL236
MCS610R MCSAK118 MCSAK216
MCS610L MCSAK116 MCSAK216
MCSE20R MCSAK126 MCSAK226
MCS620L MCSAK126 MCSAK226

G: For Type 4 and 4X applications, order handle only catalog number FDH104/FDH204,

@ For Type 4 and 4X applications, order handle only catalog number FHOHS4,

@ Standard cable length is 36-inches. Alternate cable lengths are available by special erder.

@ For Type 4 and 4X applications, order handle only catalog number RHOH4.
& For Type 3 and 3R applications, order handle only catalog number RHOH,




30/60A Motor Control Switch
Outline Drawing
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Dimensional Data for Fused Applications (inches)
_mm.l‘ | Size 1A B | FuseClass
MCS603 30A/240V 8.11 3.63 H.K.R
30A/600V 10.11 5.63 H.K,R
30A/600V B8.48 4.00 J
MCSE06 B0A/240V 7.86 3.38 H.K.R
B60A/600V 10.36 5.88 H,K.R
60A/600V 8.36 3.88 J
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Auxiliary Switch Detail
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@ Overall Width Using Auxiliary Switch
Single Pole-7.18"
Double Pole - 7.63"
@ Auxiliary switch mounts on opposite side from mechanism.






